




 

 
 

 
 
 

 
 
 

 
 
  

 

Chip NTC Thermistor
ABNTC-0402

1.0 x 0.5 x 0.5 mm.

   
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

REFLOW PROFILE:        

Preheat Condition 150 to 200 ˚C; 60 to 120 sec. 
Allowed time above 217 ˚C 60 to 90 sec. 

Max temperature 260 ˚C 
Max time at max temperature 10 sec. 

Solder paste Sn/3.0Ag/0.5Cu 
Allowed Reflow time 2x max. 

TAPE & REEL:         

Dimension: mm 

RoHS/RoHS II Compliant 

A B P T (max) 
0.65±0.1 1.15±0.1 2.0±0.05 0.8 

   Packing 
T: 10,000pcs / reel  
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ABRACON IS 
ISO9001-2015
CERTIFIED

5101 Hidden Creek Ln Spicewood TX 78669
Phone: 512-371-6159 | Fax: 512-351-8858
For terms and conditions of sales, please visit:
www.abracon.com

REVISED: 11-19-19

ATTENTION: Abracon LLC’s products are COTS – Commercial-O�-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive Applica-
tions. Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependent Medical applications or any application requiring high reliability 
where component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, 
written consent and authorization from Abracon LLC is required. Please contact Abracon LLC for more information.


